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1
UPLINK SIGNAL TRANSMISSION AND
RECEPTION USING OPTIMIZED RANK 3
CODEBOOK

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 13/254,161, filed on Aug. 31, 2011, now U.S. Pat. No.
9,007,885, which is the National Stage filing under 35 U.S.C.
371 of International Application No. PCT/KR2010/002261,
filed on Apr. 13, 2010, which claims the benefit of earlier
filing date and right of priority to Korean Application No.
10-2010-0031369, filed on Apr. 6, 2010, and also claims the
benefit of U.S. Provisional Application Nos. 61/219,396,
filed on Jun. 23, 2009, 61/186,386, filed on Jun. 12, 2009,
61/185,198, filed on Jun. 9, 2009, 61/184,830, filed on Jun. 7,
2009, 61/184,313, filed on Jun. 5, 2009, 61/183,065, filed on
Jun. 1, 2009, 61/181,666, filed on May 28, 2009, and 61/168,
931, filed on Apr. 13, 2009, the contents of which are all
hereby incorporated by reference herein in their entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a wireless mobile commu-
nication system, and more particularly to a communication
system based on a Multiple Input Multiple Output (MIMO)
scheme.

2. Discussion of the Related Art

MIMO technology is an abbreviation for Multiple Input
Multiple Output technology. MIMO technology uses a plu-
rality of transmission (Tx) antennas and a plurality of recep-
tion (Rx) antennas to improve the efficiency of transmission
and reception (Tx/Rx) of data. In other words, MIMO tech-
nology allows a transmission end or reception end of a wire-
less communication system to use multiple antennas (herein-
after referred to as a multi-antenna), so that the capacity or
performance can be improved. For convenience of descrip-
tion, the term “MIMO” can also be considered to be a multi-
antenna technology.

In more detail, MIMO technology is not dependent on a
single antenna path to receive a message. Instead, the MIMO
technology collects a plurality of data fragments received via
several antennas, merges the collected data fragments, and
completes total data. As a result, MIMO technology can
increase a data transmission rate within a predetermined-
sized cell region, or can increase system coverage while guar-
anteeing a specific data transmission rate. Under this situa-
tion, MIMO technology can be widely applied to mobile
communication terminals, repeaters, or the like. MIMO tech-
nology can extend the range of data communication, so that it
can overcome the limited amount of transmission data of
mobile communication systems.

FIG. 1 is a block diagram illustrating a general MIMO
communication system.

Referring to FIG. 1, the number of transmission (Tx)
antennas in a transmitter is N, and the number of reception
(Rx) antennas in a receiver is N. In this way, theoretical
channel transmission capacity of the MIMO communication
system when both the transmitter and the receiver use a plu-
rality of antennas is greater than that of another case in which
only the transmitter or the receiver uses several antennas. The
theoretical channel transmission capacity of the MIMO com-
munication system increases in proportion to the number of
antennas. Therefore, data transmission rate and frequency
efficiency are greatly increased. Provided that a maximum
data transmission rate acquired when a single antenna is used
is set to R, a data transmission rate acquired when multiple
antennas are used can theoretically increase by a predeter-
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2
mined amount that corresponds to the single antenna data
transmission rate (R ) multiplied by a rate of increase R,. The
rate of increase (R,) can be represented by the following
equation 1.

R~=min(NyNgz) [Equation 1]

For example, provided that a MIMO system uses four
transmission (Tx) antennas and four reception (Rx) antennas,
the MIMO system can theoretically acquire a high data trans-
mission rate which is four times higher than that of a single
antenna system. After the above-mentioned theoretical
capacity increase of the MIMO system was demonstrated in
the mid-1990s, many developers began to conduct intensive
research into a variety of technologies which can substan-
tially increase a data transmission rate using the theoretical
capacity increase. Some of the above technologies have been
reflected in a variety of wireless communication standards,
for example, a third-generation mobile communication or a
next-generation wireless LAN, etc. The above-mentioned
MIMO technology can be classified into a spatial diversity
scheme (also called a Transmit Diversity scheme) and a spa-
tial multiplexing scheme. The spatial diversity scheme
increases transmission reliability using symbols passing vari-
ous channel paths. The spatial multiplexing scheme simulta-
neously transmits a plurality of data symbols via a plurality of
transmission (Tx) antennas, so that it increases a transmission
rate of data. In addition, the combination of the spatial diver-
sity scheme and the spatial multiplexing scheme has also been
recently developed to properly acquire unique advantages of
the two schemes.

In association with the MIMO technology, a variety of
MIMO-associated technologies have been intensively
researched by many companies or developers, for example,
research into an information theory associated with a MIMO
communication capacity calculation under various channel
environments or multiple access environments, research into
radio frequency (RF) channel measurement and modeling of
the MIMO system, and research into a space-time signal
processing technology for increasing transmission reliability
and data transmission rate.

In a 3/ Generation Partnership Project Long Term Evolu-
tion (B3GPP LTE) system, the above-mentioned MIMO
scheme is applied to only downlink signal transmission of the
3GPP LTE system. The MIMO technology may also be
extended to uplink signal transmission. In this case, a trans-
mitter structure should be changed to implement the MIMO
technology, so that a Peak power to Average Power Ratio
(PAPR) or Cubic Metric (CM) characteristics may be dete-
riorated. Therefore, there is needed a new technology capable
of effectively applying the MIMO scheme to uplink signal
transmission.

Specifically, an appropriate number of precoding matrices
are selected from a codebook for use in uplink rank 3 trans-
mission, and at the same time it is necessary for the codebook
to maximize a chordal distance between precoding matrices.

SUMMARY OF THE INVENTION

Accordingly, the present invention is directed to an uplink
signal transmission and method using an optimized rank 3
codebook that substantially obviates one or more problems
due to limitations and disadvantages of the related art.

Additional advantages, objects, and features of the inven-
tion will be set forth in part in the description which follows
and in part will become apparent to those having ordinary
skill in the art upon examination of the following or may be
learned from practice of the invention. The objectives and
other advantages of the invention may be realized and
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attained by the structure particularly pointed out in the written
description and claims hereof as well as the appended draw-
ings.

To achieve these objects and other advantages and in accor-
dance with the purpose of the invention, as embodied and
broadly described herein, a method for controlling a user
equipment (UE) to transmit uplink signals via four antennas
includes mapping the uplink signals to three layers; perform-
ing Discrete Fourier Transform (DFT) spreading upon each
of'signals of the three layers, precoding the three DFT-spread
layer signals using a specific precoding matrix selected from
among a prestored codebook, performing a predetermined
process for constructing a Single Carrier-Frequency Division
Multiple Access (SC-FDMA) symbol upon the precoded sig-
nals, and transmitting the SC-FDMA symbol to a Node B, i.e.
Node B via the four antennas, wherein the prestored code-
book consists of 6 precoding matrix groups

1 00771 00771 00 010 010
X 00 010 010||]1 00]|1 0O
o 1Lol|xoo0f|oo0t||x0o0[|0oO01]
001 001 X 00 0 01 X 00
010
and001
1 00
X 00

(where X is a complex variable having an amplitude of 1)). To
each of the precoding matrixes in the codebook a predeter-
mined constant can be multiplied. However, this constant is
not discussed in this document for convenience. The pre-
stored codebook may include two precoding matrices
selected from each of the 6 precoding matrix groups. The
prestored codebook may include two precoding matrices
selected from each of the 6 precoding matrix groups, wherein
X values in each of the 6 precoding matrix groups have a
phase difference of 180° in a complex plane. The prestored
codebook may include one precoding matrix having the X
value of 1 in each of the 6 precoding matrix groups and the
other precoding matrix having the X value of -1 in each of the
6 precoding matrix groups.

The prestored codebook may include the following 12
precoding matrices of

100 00 100 00771 00
100 -1 00|]|010 0 101|010
o 1oflo tofl|trtoofl|-100|00T1[
001 0 01 001 0 01 100
1 0077010 0 1071010 0 10
0 10 100 1 00 100 1 00
0 0Ll OoOof|-1t0oof{o0 1|0 01
-1 00]]0 01 0 01 100][-100
010 0 10
001 0 01
tooll1 00
100 -1 00

In another aspect of the present invention, a user equipment
(UE) for transmitting uplink signals via multiple antennas
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4

includes four antennas for transmitting and receiving signals,
a memory for storing a codebook used for transmitting three
layer signals via the four antennas, and a processor connected
to the multiple antennas and the memory so as to process
transmission of the uplink signals, wherein the processor
includes a layer mapper for mapping the uplink signals to the
three layers, a Discrete Fourier Transform (DFT) module for
performing DFT spreading upon each of the three layer sig-
nals, a precoder for precoding the three DFT-spread layer
signals received from the DFT module using a specific pre-
coding matrix selected from among the codebook stored in
the memory, and a transmission module for performing a
predetermined process for constructing a Single Carrier-Fre-
quency Division Multiple Access (SC-FDMA) symbol upon
the precoded signals, and transmitting the processed signals
to a Node BNode B via the four antennas, wherein the pre-
stored codebook consists of 6 precoding matrix groups of

1 00171 00771 0O 010 010
X 00 010 010||]1 00|11 0O
o 1oflxo0oo0/|oo01[|x 000 01
0 01 001][Xx 00 0 01 X 00
010
and001
1 00
X 00

(where X is a complex variable having an amplitude of 1).

The memory may store, as the codebook, two precoding
matrices from each of the 6 precoding matrix groups. The
memory may store, as the codebook, two precoding matrices
in which X values in each of the 6 precoding matrix groups
have a phase difference of 180° in a complex plane. The
memory may store, as the codebook, both one precoding
matrix having the X value of 1 in each of the 6 precoding
matrix groups and the other precoding matrix having the X
value of -1 in each of the 6 precoding matrix groups.

The memory may store, as the codebook, 12 precoding
matrices of

100 1 00 100 1 00 100
100 -1 00|]|010 0 101|010
o 1oflo rofljtoofl|-10o0]|00T1[
001 0 01 001 0 01 100
1 0077010 0 1071010 0 10
0 10 100 1 001 0O 1 00
0 0 1||LoOo||-toof{o0 1|0 01
-1 00]]001 0 01 100 -1 00
010 0 10
001 0 01
tool|1 00
100 -1 00

In another aspect of the present invention, a method for
controlling a Node BNode B to receive uplink signals of a
user equipment (UE) includes receiving signals having been
transmitted via four antennas and three layers from the user
equipment (UE), and processing the received signals using a
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specific precoding matrix selected from among a prestored
codebook, wherein the prestored codebook consists of 6 pre-
coding matrix groups of

1 00771 0071 00O 010 010
X 00 010 010||]1 00]|1 0O
0 1ol|x oof|0oo01|xo00]|001f
001 001 X 00 0 01 X 00
010
and001
1 00
X 00

(where X is a complex variable having an amplitude of 1).

The prestored codebook may consists
matrices of

of 12 precoding

100 1 00 100 1 0077100
100 -1 00|]|010 0 101|010
o 1oflo tofl|trtoofl|-100|00T1[
001 0 01 001 0 01 100
1 0077010 0 1071010 0 10
0 10 100 1 00 100 1 00
0 01|t ool|-toof|o0 1|0 01
-1 00]]0 01 0 01 100][-100
010 0 10
001 0 01
tooll1 00
100 -1 00

In another aspect of the present invention, a Node B for
receiving uplink signals of a user equipment (UE) includes
one or multiple antennas for transmitting and receiving sig-
nals, a memory for storing a codebook used for receiving
three layer signals transmitted by the UE via four antennas of
the UE, and a processor connected to the antennas and the
memory so as to process reception of the uplink signals,
wherein the processor is configured to process the received
signals using a specific precoding matrix selected from
among the codebook stored in the memory, wherein the code-
book consists of 6 precoding matrix groups of

1 00771 0071 00O 010 010
X 00 010 010||]1 00]|1 0O
0 1ol|x oof|0oo01|xo00]|001f
001 001 X 00 0 01 X 00
010
and001
1 00
X 00

(where X is a complex variable having an amplitude of 1).
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6

The memory may store, as the codebook, 12 precoding
matrices of

100 1 00 100 1 00 100
100 -1 00|]|010 0 101|010
otrtoflo rtoflftool|-toof|0o0 1]
001 0 01 001 0 01 100
1 0077010 0 1071010 0 10
0 10 100 1 001 0O 1 00
0 01|t ool|-toof|o0 1|0 O1f
-1 00]]001 0 01 100 -1 00
010 0 10
001 0 01
tool|1 00
100 -1 00

As described above, a method for transmitting and receiv-
ing uplink signals according to the embodiments of the
present invention may transmit and receive using the above-
mentioned optimized 4Tx rank 3 codebook, transmit uplink
signals by reflecting a channel situation using a small amount
of signaling overhead in various ways, and solve a PAPR
problem. Itis to be understood that both the foregoing general
description and the following detailed description of the
present invention are exemplary and explanatory and are
intended to provide further explanation of the invention as
claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are included to pro-
vide a further understanding of the invention and are incor-
porated in and constitute a part of this application, illustrate
embodiment(s) of the invention and together with the descrip-
tion serve to explain the principle of the invention. In the
drawings:

FIG. 1is aconceptual diagram illustrating a general MIMO
communication system.

FIG. 2 illustrates a general structure of a transmitter based
on MIMO technology.

FIG. 3 is a detailed diagram illustrating the general struc-
ture shown in FIG. 2.

FIG. 4 is a conceptual diagram illustrating a method for
precoding information of each layer and transmitting the
precoded information via an antenna.

FIG. 5 is a conceptual diagram illustrating a general SC-
FDMA scheme.

FIG. 6 is a conceptual diagram illustrating a method for
mapping a codeword to several layers.

FIG. 7 is a conceptual diagram illustrating a method for
performing DFT upon each layer after performing codeword-
to-layer mapping (i.e., codeword-layer mapping) so as to
prevent a CM value for each antenna from being increased.

FIG. 8 is a conceptual diagram illustrating a chordal dis-
tance.

FIG. 9 illustrates the relationship of chordal distances
among 6 precoding matrix groups according to one embodi-
ment of the present invention.

FIG. 10 illustrates conditions of variables for providing a
maximum chordal distance within the same precoding matrix

group.
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FIG. 11 illustrates the relationship of chordal distances
when a variable of a precoding matrix contained in the same
precoding matrix group includes a Quadrature Phase Shift
Keying (QPSK) alphabet.

FIG. 12 is a block diagram illustrating a general Node B
and a general user equipment (UE).

FIGS. 13 to 15 illustrate an SC-FDMA scheme for trans-
mitting an uplink signal in a 3GPP LTE system and an
OFDMA scheme for transmitting a downlink signal in the
3GPP LTE system.

FIG. 16 illustrates a processor of a UE according to one
embodiment of the present invention.

DETAILED DESCRIPTION OF THE INVENTION

Reference will now be made in detail to the preferred
embodiments of the present invention, examples of which are
illustrated in the accompanying drawings. Wherever pos-
sible, the same reference numbers will be used throughout the
drawings to refer to the same or like parts.

The detailed description, which will be given below with
reference to the accompanying drawings, is intended to
explain exemplary embodiments of the present invention,
rather than to show the only embodiments that can be imple-
mented according to the present invention. The following
detailed description includes specific details in order to pro-
vide a thorough understanding of the present invention. How-
ever, it will be apparent to those skilled in the art that the
present invention may be practiced without such specific
details. For example, the following description will be given
centering on specific terms, but the present invention is not
limited thereto and any other terms may be used to represent
the same meanings. Also, wherever possible, the same refer-
ence numbers will be used throughout the drawings to refer to
the same or like parts. Peak power to Average Power Ratio
(PAPR) is a parameter indicating characteristics of a wave-
form. PAPR is a specific value acquired when a peak ampli-
tude of the waveform is divided by a time-averaged Root
Mean Square (RMS) value of the waveform. PAPR is a
dimensionless value. In general, a PAPR of a single carrier
signal is better than that of a multi-carrier signal. Cubic Met-
ric (CM) is another specific value to describe a waveform
characteristic which is similar to PAPR.

AnLTE-Advanced scheme canimplement MIMO technol-
ogy using Single Carrier-Frequency Division Multiple
Access (SC-FDMA) so as to maintain a superior CM prop-
erty. When using general precoding, a signal including infor-
mation corresponding to several layers is multiplexed and
transmitted via a single antenna, so that the signal transmitted
via this antenna may be considered to be a kind of multi-
carrier signal. PAPR is associated with a dynamic range that
must be supported by a power amplifier of a transmitter, and
a CM value is another value capable of being used as a
substitute for the PAPR.

FIG. 2 shows a general structure of a transmitter based on
MIMO technology.

In FIG. 2, one or more codewords are mapped to a plurality
oflayers. Inthis case, mapping information is mapped to each
physical antenna by a precoding process, and is then trans-
mitted via each physical antenna.

FIG. 3 is a detailed block diagram illustrating the MIMO-
based transmitter shown in FIG. 2.

The term ‘codeword’ indicates that Cyclic Redundancy
Check (CRC) bits are attached to data information and are
then encoded by a specific coding method. There are a variety
of coding methods, for example, a turbo code, a tail biting
convolution code, and the like. Each codeword is mapped to
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8

one or more layers (i.e., one or more virtual layers), and a total
number of mapped layers is equal to a rank value. In other
words, if a transmission rank is 3, a total number of transmis-
sion layers is also set to 3. Information mapped to each layer
is precoded. In this case, data information mapped to each
layer is mapped to a physical layer through a precoding pro-
cess (where, the term ‘layer’ means a virtual layer as far as it
especially designates a physical layer). Information is trans-
mitted to each antenna via each physical layer. Under the
condition that no specified explanation is shown in FIG. 3, the
precodingis carried out in a frequency domain, and an OFDM
information transmission scheme is used for information
mapped to the physical layer. The information mapped to the
physical layer is mapped to a specific frequency domain, and
is then IFFT-processed. After that, a cyclic prefix (CP) is
attached to the IFFT result. Thereafter, information is trans-
mitted to each antenna via a radio frequency (RF) chain.

The precoding process may be carried out by matrix mul-
tiplication. In each of the matrices, the number of rows is
equal to the number of physical layers (i.e., the number of
antennas), and the number of columns is equal to arank value.
The rank value is equal to the number of layers, so that the
number of columns is equal to the number of layers. Referring
to the following equation 2, information mapped to a layer
(i.e., a virtual layer) is x, and x,, each element p,; of a (4x2)
matrix is a weight used for precoding. y,, y,, v, and y, are
information mapped to physical layers, and are transmitted
via respective antennas using individual OFDM transmission
schemes.

bJ1 P P2 [Equation 2]
Y| _| Pz P22 X1

3 N P13 p23 . [Xz }

Y4 P14 p24

Inthe following description, a virtual layer will hereinafter
be referred to as a layer so long as such use will not lead to
confusion. An operation for mapping a virtual layer signal to
aphysical layer will hereinafter be considered to be an opera-
tion for directly mapping a layer to an antenna.

The precoding method can be mainly classified into two
methods, i.e., a wideband precoding method and a subband
precoding method.

The wideband precoding method is as follows. According
to the wideband precoding method, when precoding is carried
out in a frequency domain, the same precoding matrix is
applied to all information transmitted to the frequency
domain.

FIG. 4 is a conceptual diagram illustrating a method for
precoding information of each layer and transmitting the
precoded information via an antenna.

Referring to FIG. 4, it can be recognized that information
corresponding to a plurality of layers is precoded while being
classified according to subcarriers of each frequency domain,
and the precoded information is transmitted via each antenna.
All precoding matrices ‘p’ in the wideband precoding method
are equal to each other.

The subband precoding method is provided by the exten-
sion of the wideband precoding method. The subband pre-
coding method applies a variety of precoding matrices to each
subcarrier without applying the same precoding matrix to all
subcarriers. In other words, according to the subband precod-
ing method, a precoding matrix ‘P’ is used in a specific sub-
carrier, and another precoding matrix ‘M’ is used in the
remaining subcarriers other than the specific subcarrier.
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Herein, element values of the precoding matrix ‘P’ are differ-
ent from those of the other precoding matrix ‘M.

Uplink signal transmission is relatively sensitive to PAPR
or CM properties as compared to downlink signal transmis-
sion. The increase of power amplifier costs caused by the
increase of PAPR or CM properties may generate more seri-
ous problems in a user equipment (UE). Thus, the SC-FDMA
scheme is used for uplink signal transmission.

FIG. 5 is a conceptual diagram illustrating a general SC-
FDMA scheme.

As shown in FIG. 5, the OFDM scheme and the SC-FDMA
scheme are considered to be identical to some extent with
each other, because they convert a serial signal into parallel
signals, map the parallel signals to subcarriers, perform an
IDFT or IFFT process on the mapped signals, convert the
IDFT- or IFF T-processed signals into a serial signal, attach a
cyclic prefix (CP) to the resultant serial signal, and transmit
the CP resultant signal via a radio frequency (RF) module.
However, in contrast to the OFDM scheme, the SC-FDMA
scheme converts parallel signals into a serial signal, and per-
forms DFT spreading upon the serial signal, so that it reduces
the influence of a next IDFT or IFFT process and maintains a
single signal characteristic of more than a predetermined
level as much as possible.

In the meantime, the reason why the CM value is degraded
when a MIMO scheme is applied to uplink signal transmis-
sion is as follows. If a plurality of single-carrier signals each
having good CM properties is simultaneously overlapped
with each other, the overlapped signals may have poor CM
properties. Therefore, if the SC-FDMA system multiplexes
output information of several layers using a minimum num-
ber of single-carrier signals or one single-carrier signal on a
single physical antenna, a transmission signal having a good
CM can be generated.

A codeword-layer mapping process may be performed
before information to be transmitted is precoded. Since the
SC-FDMA scheme is generally used for one transmission
mode (1Tx), the number of layers is 1. However, if the SC-
FDMA scheme supports a MIMO scheme, the number of
layers is plural, and a codeword composed of a single trans-
port block may be mapped to a plurality of layers.

FIG. 6 is a conceptual diagram illustrating a method for
mapping a codeword to several layers.
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Referring to FIG. 6, if the codeword-layer mapping is
carried out after a DFT process for the SC-FDMA scheme is
performed, a CM value may be increased. That is, because an
output signal of a DFT block undergoes other processes
before entering an IFFT module, i.e., because the output
signal of the DFT block is divided into two layers, a CM value
may be increased.

FIG. 7 is a conceptual diagram illustrating a method for
performing DFT upon each layer after performing codeword-
to-layer mapping (i.e., a codeword-layer mapping) so as to
prevent a CM value for each antenna from being increased.

Therefore, if the number of DFT blocks is changed while
being classified according to layer numbers based on a rank
value, a low CM value can be maintained. That is, the output
signal of the DFT block is directly input to the IFFT block
without passing through other processes, so that a low CM
value can be maintained. In the case of actual implementa-
tion, a plurality of layers may share a single DFT block.

If a plurality of layer signals is transmitted via a single
antenna by applying the MIMO scheme to uplink signal
transmission, a PAPR or a CM property may be deteriorated.
In order to overcome the above-mentioned problem, the fol-
lowing embodiments of the present invention will describe a
method for designing a codebook based on a precoding
matrix by which only one layer signal is transmitted via a
single antenna. In addition, the principle of designing a code-
book that includes an appropriate number of precoding matri-
ces and maximizes a chordal distance among precoding
matrices of the codebook will hereinafter be described in
detail.

Next, a chordal distance will firstly be described, and an
uplink codebook (specifically, a codebook for use in both
4-antenna and Rank 3 transmission) and a method for trans-
mitting and receiving a signal using the codebook will here-
inafter be described in detail.

One embodiment of the present invention provides a
method for generating a 4Tx-rank 3 codebook using 6 pre-
coding matrices shown in the following Table 1. The equiva-
lent precoding matrices shown in Table 1 generate the same
Signal to Interference and Noise Ratio (SINR) value given a
channel condition. In the following embodiments, it is
assumed that a codeword-to-layer mapping (also called a
codeword-layer mapping) for use in rank 3 transmission is
carried out as shown in FIG. 3. That is, it is assumed that
Codeword 1 is mapped to Layer 1 and Codeword 2 is equally
mapped to Layer 2 and Layer 3 in units of a symbol.

TABLE 1

General
Group codebook form  Equivalent precoding matrices

1

oD o M-

0
0
1
0

o H o —
o o - o

Mo o -
o o - o

0 1 00770107701 077001 001
0 X 00 1 X0[|0X0]]00X]|]]|00X
0 00 1||{too0f|loo1[|lLOoOf|010O
1 0 10f[0O01 1 00f[01O0 100
0 1 00737010770 1 07701077010
0 010 1 00001 1 00001
0 Xo0o0[|loXof|loXofloXo0o[|0oXo0
1 001 001 1 00f[0O01 1 00
0 1 00770107701 077001 001
0 001 1 00001 100 010
1 o1o/|loo L[|t oof|OoLOf|LoOO
0 X00][0XO0]]0XO0f[00X][00X
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TABLE 1-continued

12

General
Group codebook form  Equivalent precoding matrices

4

0 0 0770
0 0 0110
0 0 0110
1 1 1 1

= =
= =
(=R R
(=R =
- o o o
= =
===

1 1
0 0
0 0
0 0

= =

1
0
0
0

o M- o

H o - o
[ e e
o - o o
H o - o
o - o o
o o - o
[ e e
H o - o
o - o o
o - o o
H o - o
[ e e
[ e e
o - o o
H o - o
o - o o

Mo o—- o o
o o O -
o o - o
M- o o
o o O -
M- o o
M- o o
o o - o
M- o o
o o - o

[ I o O O

o o O

= =

H o - o

M- o o

The precoding matrix for use in actual uplink signal trans-
mission and reception is configured in a multiplication format
in which each precoding matrix shown in Table 1 is multiplied
by a specific constant. In the following description, the con-
stant multiplied by each precoding matrix will herein be
omitted for convenience of description otherwise the constant
is mentioned.

In the meantime, it can be shown that permutation between
specific columns does not affect SINR performance. For
example, although a precoding matrix [C1, C2, C3] is modi-
fied into another precoding matrix [C1, C3, C2], this modifi-
cation is considered to merely be codeword swapping, and
has no change in total sum of resultant SINR values. In the
following description, only “General Codebook Form” in
each of 6 precoding matrix groups shown in Table 1 will
hereinafter be described, but equivalent precoding matrices
will not be described.

On the other hand, the codebook shown in Table 1 may
include a variety of precoding matrices according to X values
of precoding matrices. If the X value is any one of QPSK
alphabets (such as 1, -1, j and —j), the following precoding
matrix groups may be obtained as represented by the follow-
ing Table 2.

TABLE 2

Gr  Equation Codebook subsets
Grl 100 100 10017100 100
X 00 100 -1 00f|j 00 -j 00
010 0oLofl oroflotroOofl| 010
001 001 001][001 001
Gr2 100 100 10017100 100
010 010 010|010 010
X 00 toof|{-1oof|joof|-joo0
001 001 001][001 001
Gr3 100 100 10017100 100
010 010 010|010 010
001 001l oo01f|o0 1] 001
X 00 100 -1 00f]j 00 -j 00

40

50

55

60

65

TABLE 2-continued

Gr  Equation Codebook subsets

Gr4 0

-0 O O
[ =]

0
0
0
1

(= =]

oS o o -

oS o o -
|

oS o o -

o =

oS o o -
|

oS o o -

- o o o

Gr5

H o - o
[ e e
o - o o
—_ o = o
[ e e
o - o o
[T
[ e e
o - o o
[ e =]
[ e e
o - o o
[T
[ e e
o - o o

Gr6

Mo o—- o o
o o o =
o o~ o
=]
o o o =
o o~ o
o o o =
o o~ o
BN
o o o =
o o~ o
—
o o o =
o o~ o

Table 2 illustrates that an X parameter of each precoding
matrix group is denoted by Xe{=1, £j}.

The above-mentioned method for using the entirety of the
precoding matrices as a 4Tx-rank 3 codebook can also be
used. One embodiment of the present invention provides a
method for designing a codebook that includes a maximum
chordal distance among precoding matrices contained in the
codebook using the chordal distance concept and at the same
time includes an optimized number of precoding matrices.

FIG. 8 is a conceptual diagram illustrating a chordal dis-
tance.

A chordal distance is well known as one of norms (or
standards) for comparing performances of various codebook
sets. Herein, the term “chordal” indicates a straight line
between two points located at the circumference. Therefore,
given a two-dimensional (2D) case, a chordal distance indi-
cates a distance between two points located at the circumfer-
ence of a circle (e.g., a unit circle) as shown in FIG. 8.
Generally, it is preferable that a codebook including precod-
ing matrices, each of which has a long chordal distance,
include a variety of precoding matrices to be used in different
channel conditions.

There is a need for the 4Tx-codebook to consider a four-
dimensional chordal distance, so that the following equation
3 can be used as a chordal distance for selecting a codebook
set.
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1

V2

[Equation 3]

de(P, Q) = —|IPP¥ - 00" ||

In Equation 3, Pis P-[v,, v, ...v,],and Qis Q=[u, u, ..
. Uy, where v, and u, (i=1, 2, . . . N, N=4 in the case of 4Tx
antennas) are principal vectors of the matrices P and Q,
respectively. In addition,

7
Y lagl? = 4/ trace(AAH)

i=1 j=1

lAllF =

is the Frobenius norm of the matrix. The above-mentioned
chordal distance can also be measured by the following equa-
tion 4.

[Equation 4]

L||PP” - 00"|I, = /n —trace(AAH BBH)

de(P, Q) = 7

where A and B are orthonormal generation magtrices for P

and Q respectively

The above-mentioned codebook design for the 4Tx system
based on four transmission antennas will be described using
the above-mentioned chordal distance concept.

First, the chordal distance among 6 precoding matrix
groups can be calculated as follows.

A chordal distance between a precoding matrix X, of the
precoding matrix group Gr, and a precoding matrix X; of the
precoding matrix group Gr; is dependent upon a trace
XXH —XijH)O(iXZ.H -XX; ). This trace may reflect a dis-
tance between X, X;” and XijH . The number of cases in
which two pairs are selected from among the above 6 groups
is set to a relatively high number, e.g.,

such that the following description will consider and disclose
only a difference between two precoding matrices selected
from among different groups. First, the following values will
be calculated as represented by the following equation 5.

1 0 0 Ly 0 0 [Equation 5]
K 0 0
X1X1”=—20ﬁ o x—|0 0 v2 0 |=
0 o vE 00 0 V2
1 x5 00
x k00
2lo 0 20
0 0 02
Lo 10 = 0
XzXsz%fz\/O? g x——lovz 0o o=
0 o v 00 0 V2
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-continued
10 x 0
1102 0 o
20x 0 |x? 0
00 0 2
1 0 0
i 1 0 0 x
1 2 0 1
Xxk = — x—|0 V2 0 0=
V2lo o V2 2
0 0 V2 0
X300
1 00 x
110 20 o0
21002 0
x 00 |xf?
0 V2 o0 0 1w 0
1|1 0o o 1
Xxi = — x—|v2 00 0 |=
o ﬁoooﬁ
0 0 V2
20 0 0
110 1 x 0
200 x4 luf? 0
00 0 2
0 V2 0 01 0 x
1|1 0o o 1
XXl = — x—|[v¥2 0 0 0=
210 0o V2| V2
0 0 V2 o
xs 0 0
200 0
110 1 0 x5
2100 2 0
0 x5 0 |xsf?
0 V2 o0 0 0 1w
1 1
Xexfo L0 0 V2 L la g g o
211 0 o | V2
0 V2 00
x 0 0
200 0
1020 o
210 0 2 x

00 x5 |x

In Equation 5, Xi is a precoding matrix belonging to the
groupi. A difference between a precoding matrix of the group
1 and a precoding matrix of another group can be represented
by the following equation 6.

0 X7 -x5 0 [Equation 6]
1 ox mP-2 0 0
X xf - xoxf = 2 R
2| —x, 0 2-|xP 0
0 0 0 0
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-continued -continued
0 0 -5 -1 0 0 x
o PF-20 0 1 0 -x
XX - X:X4 = - " a1 5
TR e 00 0 BX-XXT=310 0 0 0
—x3 0 0 2-|u) a3 —xs 0 |xsl = sl
-1 x 0 0
X lmP-1 - 0
XX - xaxt = 2 * , 10
0 —Xxy 2—lxg O 10 0 <
BXT XX =310 0 1 —xE
-1 % 0 0 ,
) x 0 —x6 |xs|” —lxel
" " x |xlt=-1 0 —X 15
Xixf - xsx¥ =2
141 545 0 0 0 0
0 —xs 02—l In addition, a difference between a precoding matrix of the
group 4 and a precoding matrix of another group is repre-
-1 0 0 2 sented by the following equation 9.
s -2 0 0
XX - XXl = -
1A =A% =gl 0 1 -x )
0 0 0 0 [Equation 9]
0 0 -x6 2-|xel’ . "
u ! 0 0 Xy —Xj
25 XXX =310 % P2 0
A difference between a precoding matrix ofthe group 2 and 0 —xs 0 2~ |xsf?
a precoding matrix of another group is represented by the
following equation 7.
0 0 X3 —X3 [Equation 7]
o o o 0
H _ H —
XXX =3 5 o x> =2 0
—x3 0 —xg 2-|u)?
-1 0 x 0
Y Y 0 1 X0
Xxf - xaxf =2
’ Y2 n —x ml -l 0
0 0 0 0
-1 0 x 0
0 1 0 —xt
H _ H_
XXy — X5 X5 v 0 |mf-2 0
0 —xs 0 2 — |xs|?
-1 0 x 0
0 0 0 0
H_ H_ _
XXy~ XsXs n 0 -1 -x%
00 -—x 2-|xl
55
In addition, a dlffere.nce between aprecoding matr.‘lx of'the —continued
group 3 and a precoding matrix of another group is repre-
sented by the following equation 8. 00 0 0
., Lo -t 0
60 - ==
XXy = XX =310 x, pml-1 —x
-1 0 0 X3 [Equation 8] 0 0 —xs  2—|x?
XXt - xyxH =k ot i °
30 TN Tl 0 —xy 2—|wl? 0
X 0 0 st =2 65  Finally, a difference between a precoding matrix of the

group 5 and a precoding matrix of the group 6 is represented
by the following equation 10.
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-1 x 0 0 [Equation 12]

00 0 0 [Equation 10] ! q
. Yy oon llmo-1 00
" a1 0 -1 0 X5 X1 X" - XeXg = 3lo o L B
- == -X,
Xsxf-xex =51y o e - 16

5 %6
0 x5 —xg |xs* - |xgl®

. . . XX - xsxF = !
It should be noted that variables shown in Equations 6 to 10 ] I R

are located in a unit circle. In addition, Equations 6 to 10 can 0 —x 0 1
be simplified as shown in the following equations 11 and 12.

[Equation 11]

0 x -x 0 0 x 0 -x
1lx -1 0 0 1|l x -10 0
X XP -xxf == X XP - X xF =2
PEmRR 75l o0 1 oo TTPTEE T3l 0 000 0
0 0 0 0 -x3 0 0 1
-1 x, 0 0 -1 x, 0 0
1lxg 0 -x3 0 1l 0 0 —x3
H _ H=_ H _ H=_
XX -xax' =5 e 10 Xxf-xsx'=51"0 . o
0 0 0 0 0 -xs 0 1
0 0 x5 -x3 -1 0 x5 0
1o o o0 o 0 1 -x0
XoXH - X xF = = XoXH —x,xF =2
2T T, 0 -1 0 2h2 T A ¥ —x, 0 0
-x3 0 0 1 0 0 0 0
-1 0 x 0
1o o o o
szz”—xéxgz5 w0 0 -
46
0 0 -x5 1
-1 0 0
1 1 0 -x
X3X3”—X5X5”=z o 0 o X X8 - XexH =
x5 —xs 0 0
-10 0 &
1o o o o
210 0 1 -xt
x3 0 —x 0
00 0 0
110 0 X -x
X4Xf—X5X5H:§ 0 x -1 0 X Xf - XsXF =
0 -xs 0 1
00 0 0
1o -1 x 0
200 x 0 -x
0 0 -x 1
00 0 0
1o -1 0
szs”—>(6>(g’=z o 0 1 -
46
0 x5 -x 0
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-continued
-1 0 0 x
1 -x 0
XX =XaXi =5 X, -1 0
X5 0 0 -1

The numbers of zero values in a difference X, X,7-X X#
between different matrices of Equation 11 are the same when
(1,j)=(1,6),(6,1),(2,5),(5,2),(3,4) or (4,3), but the individual
zero values have different positions. In more detail, under the
case of (1,))=(1,6),(6,1),(2,5),(5,2),(3,4) or (4,3), a difference
matrix includes elements (+1, -1, x,, x,*, -x; and -x *), each
of which is not zero. Therefore, a trace of the difference
matrix X, X7 —XijH becomes

V3
2
as represented by the following equation 13.

[Equation 13]

trace((X; X1 — X; X1)

V2

1
de(X;, Xj) = —2||XiX;H - XjXJH”F =

<|

XXt = x,x0"

1 1
7z '\/Z L+ =12+ P+ L P+ =P
L 1(1+1+1+1+1+1)
VTN
V3
2

o 27 27
where x;, x; € {e’ﬁxo, SV ef'NX(N’”},

N=2422 2504 G+
(1,6), (6,1),(2,5,5,2),3,4) or (4,3)

On the other hand, the numbers of zero values in a differ-
ence X, X,-X X # between different matrices of Equation 12
are the same when (i,j)=(1,6),(6,1),(2,5),(5,2),(3,4) or (4,3),
but the individual O values have different positions. In more
detail, under the case of (i,j)=(1,6),(6,1),(2,5),(5,2),(3,4) or
(4,3), a difference matrix includes elements (+1, +1, -1, -1,
X,, X;*, =x; and —x;*), each of which is not identical to zero.
Therefore, a trace of the difference matrix XX, —XijH
becomes 1 as represented by the following equation 14.

1 1 tion 14
delXi, Xp) = =X X/ = XX, = — [Eauacion 14
2

z z

\/trace((X;X;H -xxhxxt - x;xhy =

V2

1
\/Z C@XNP 22X -1+ Pl + P =l =)

1 \/1
=— - C2+2+1+1+1+1) =1
ND) 4

where
o o 27
X, Xj € {e’WXO, SV, e’WX(N*U}, N =21, 22 23,

24 LG H=(,6), 6, 1),(2,5), (5,2, (3,4) or (4,3)

20
Ifthe pair of groups shown in Equations 13 and 14 satisfies
(1,))=(1,6), (6,1),(2,5), (5,2), (3,4) or (4,3), a chordal distance
of'1 is provided; otherwise, a chordal distance of

V3

2

is provided.

FIG. 9 illustrates the relationship of chordal distances
among 6 precoding matrix groups according to one embodi-
ment of the present invention.

The following theorem can be derived using the relation-
ship shown in FIG. 9.
<Theorem 1>

If a pair of groups shown in Table 2 satisfies (i,j)=(1,6),
(6,1), (2,5), (5,2), (3,4) or (4,3), a chordal distance of 1 is
provided. If a pair of groups shown in Table 2 satisfies (i,j)=
(1,6), (6,1), (2,5), (5,2), (3.4) or (4,3), a chordal distance of

20

is provided.

On the other hand, the relationship of chordal distances
among precoding matrices of the precoding matrix group
shown in Table 2 will hereinafter be described in detail. First,
a chordal distance among different precoding matrices con-
tained in same precoding matrix group, i.e. group 1 (Gr 1) can
be calculated as shown in the following Equation 15.

25

30

1 [Equation 15]
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As canbe seen from Equation 15, a chordal distance among
different precoding matrices contained in the Group 1 (Gr 1)
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is proportional to the distance among variables of individual
precoding matrices. Therefore, as can be seen from Equation
16; a maximum chordal distance within the same group may
be ‘1’ as represented by the following equation 16.

—

[Equation 16]
de(X1, Y1) =

1
o =ni = 53 Vb -nl

2

_ % |1 - et

e it e

5

|1 —ed1)?

Va =1

1A

B2 = 2] =

o .
where x; = /™1, y, = & g - 0, =0y

In order to implement the maximum chordal distance, it is
necessary for variables contained in each precoding matrix to
satisfy the relationship shown in FIG. 10.

FIG. 10 illustrates conditions of variables for providing a
maximum chordal distance within the same precoding matrix
group.

In other words, a precoding matrix including two variables
having a phase difference of 180° therebetween may have a
chordal distance of 1. The above-mentioned principle may
also be equally applied to the remaining groups other than the
group 1 (Gr 1), and the following theorem 2 may be derived.
<Theorem 2>

In Table 2, as to a chordal distance between two precoding
matrices contained in the same precoding matrix group, if
variables of the precoding matrices have a phase difference of
180° therebetween, i.e., if variables of the precoding matrices
are located at a diameter of a unit circle, the chordal distance
of 1 can be obtained.
<Proof of Theorem 2>

As can be seen from Equation 16, it can be recognized that
theorem 2 is achieved in the first group 1 (Gr 1), and the same
conclusion may also be derived from other groups. As an
application of theorem 2, a codebook subset for satisfying
theorem 2 in the precoding matrix group 1 can be designed as
represented by the following Table 3.

TABLE 3

Codebook Subset

00 1
00 -1
10
01

D D = =
= = B =]
-0 O O

In Table 3, a basic precoding matrix is denoted by

D D = =
= = B =]
-0 O O

and a codebook subset for satistying the relationship between
the basic precoding matrix and theorem 2 is illustrated. How-
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ever, it should be noted that a variety of subsets may be
designed according to methods for selecting such a basic
precoding matrix using the same principles as described
above. In this case, a codebook for implementing the maxi-
mum chordal distance may include an excessively small num-
ber of precoding matrices as necessary. Therefore, the follow-
ing description assumes that variables contained in each
precoding matrix group are denoted by QPSK alphabets, such
that the chordal distance relationship can be represented by
the following equation 17.

[Equation 17]

1 1
do(Xy, ¥p) = fllxlxl” -nrfle =5 =y

FIG. 11 illustrates the relationship of chordal distances
when a variable of a precoding matrix contained in the same
precoding matrix group includes a QPSK alphabet.

The following theorem 3 can be derived from Equation 17
and FIG. 11.
<Theorem 3>

A chordal distance between two precoding matrices, each
of' which has a pair of variables (i.e., (1, -1), (-1, 1), (j, —=j) or
(=j,j)) within the same precoding matrix group, is denoted by
1, achordal distance between two precoding matrices, each of
which has a pair of variables (i.e., (1, £j), (-1, %)) (j, 1) or (-],
x1)) within the same precoding matrix group, is denoted by

L
=

<Proof of Theorem 3>
Theorem 3 may be demonstrated through Equation 17.
As can be seen from theorems 1 to 3, an available chordal
distance between precoding matrices shown in Table 2 may
be any of 1,

V3

2

and

1

7

The 4Tx rank 3 codebook according to one embodiment of
the present invention will hereinafter be described in detail.
<Case of Maximized Chordal Distance>

In accordance with this embodiment of the present inven-
tion, considering that a maximum chordal distance between
two precoding matrices is set to 1 on the basis of the above-
mentioned theorems 1 to 3, a method for designing a code-
book having only precoding matrices having a chordal dis-
tance of 1 therebetween will hereinafter be described in
detail.



US 9,154,343 B2

23

Based on theorem 1, two precoding matrix groups satisfy-
ing a chordal distance of 1 can be selected from among 6
precoding matrix groups. As one embodiment of the present
invention, the first group 1 (Gr 1) and the sixth group 6 (Gr 6)
shown in Table 1 or 2 can be selected. In addition, the pre-
coding matrices, which have a chordal distance of 1 within the
same group according to theorem 2 or 3, correspond to only
two precoding matrices, variables of which have a phase
difference of 180° therebetween. Accordingly, it is assumed
that two precoding matrices, variables of which have the
relationship denoted by (1, -1), are selected from each group.
As a result, the generated codebook is represented by the
following table 4.

TABLE 4
Codebook subset
100 10077010 010
100 -1 00001 001
010 010|100 100
001 001 100 -1 00

<Corollary 1>

A codebook, selected from table 2, that satisfies a chordal
distance of 1 between two precoding matrices includes 4
precoding matrices.

<Case in which Both Chordal Distance and the Number of
Precoding Matrices are Considered>

As can be seen from Corollary 1, in the case where the
codebook is comprised of only precoding matrices having a
maximum chordal distance of 1 in consideration of only the
chordal distance, only four precoding matrices can be
obtained, and thus it is difficult to reflect a variety of channel
statuses using only the four precoding matrices. Therefore, a
specific case in which a second highest chordal distance value
of

is implemented is also reflected in one embodiment of the
present invention in such a manner that the resultant code-
book can be designed according to the reflected result. For
example, in accordance with this embodiment of the present
invention, two precoding matrices (e.g., precoding matrices
having 1 and -1 as variables), each of which has a maximum
chordal distance in each group, are selected from each of 6
groups shown in Table 1 using theorems 2 and 3, such that the
4Tx-rank 3 codebook can be given as shown in the following
Table 5.

TABLE 5
Codebook subset
100 100 100 1007171 00 100
100 -1 00010 010|010 010
010 010100 -1 o0o0floo0 1| 00 1f
001 001 001 001 100 -1 00
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TABLE 5-continued
Codebook subset
010 01071010 01071010 010
100 100l 0O 100|001 00
1 oo0f{-tool|oO0 Il OO0TL[|LOO]| L O
001 001 100 -1 00][1l 00O -1 0

Table 5 illustrates a codebook subset. In more detail, Table
5 illustrates concepts of subsets related to rank 3 among
codebooks of all ranks in the 4-antenna system including 4
antennas. From the viewpoint of rank 3, a codebook including
12 precoding matrices can be achieved.

In accordance with one embodiment of the present inven-
tion, a User Equipment (UE) selects a specific precoding
matrix (in which a predetermined constant for power control
is multiplied by the specific precoding matrix) from among
precoding matrices of the rank 3 codebook shown in Table 5,
such that the UE can perform precoding and transmit signals
using the selected precoding matrix.

On the other hand, a user equipment (UE) for transmitting
uplink signals using the above-mentioned codebook and a
Node B for receiving the uplink signals from the UE will
hereinafter be described in detail.

FIG. 12 is a block diagram illustrating a general Node B
and a general user equipment (UE).

Referring to FIG. 12, a Node B 10 includes a processor 11,
a memory 12, and a Radio Frequency (RF) unit 13. The RF
unit 13 is used as a transmission/reception module for receiv-
ing an uplink signal and transmitting a downlink signal. The
processor 11 may control downlink signal transmission using
downlink signal transmission information (for example, a
specific precoding matrix contained in a codebook for down-
link signal transmission) stored in the memory 12. Otherwise,
as an inverse process of the precoding process, the processor
11 may control a signal reception process by multiplying
uplink signal reception information (e.g., an uplink signal)
stored in the memory 12 by a Hermitian matrix of the same
precoding matrix as a precoding matrix used in the UE 20.

The UE 20 may include a processor 21, a memory 22, and
an RF unit 23 used as a transmission/reception module for
transmitting an uplink signal and receiving a downlink signal.

The processor 21 may control uplink signal transmission
using uplink signal transmission information (for example, a
specific precoding matrix contained in the above-mentioned
codebook for uplink signal transmission) stored in the
memory 22. Otherwise, as an inverse process of the precoding
process, the processor 21 may control a signal reception
process by multiplying downlink signal reception informa-
tion (e.g., a downlink signal) stored in the memory 22 by a
Hermitian matrix of the same precoding matrix as a precod-
ing matrix used in the UE 20.

Inthe meantime, a detailed description about a processor of
the UE 20 (or the BS 10), particularly, a structure for trans-
mitting a signal using the SC-FDMA scheme, will hereinafter
be described. A processor for transmitting a signal based on
the SC-FDMA scheme in the 3GPP LTE system and a pro-
cessor for transmitting a signal based on an OFDM scheme in
the 3GPP LTE system will hereinafter be described, and a
processor for enabling a UE to transmit an uplink signal using
the SC-FDMA scheme as well as the MIMO scheme will then
be described below.
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FIGS. 13 to 15 illustrate an SC-FDMA scheme for trans-
mitting an uplink signal in the 3GPP LTE system and an
OFDMA scheme for transmitting a downlink signal in the
3GPP LTE system. Referring to FIG. 13, not only a UE for
transmitting an uplink signal but also a Node B for transmit-
ting a downlink signal includes a Serial-to-Parallel converter
401, a subcarrier mapper 403, an M-point IDFT module 404,
a Parallel-to-Serial converter 405, and the like. However, a
UE for transmitting a signal using the SC-FDMA scheme
further includes an N-point DFT module 402, and compen-
sates for a predetermined part of the IDFT processing influ-
ence of the M-point IDFT module 404 so that a transmission
signal can have single carrier characteristics.

FIG. 14 shows the relationship between a block diagram
for an uplink signal process prescribed in TS 36.211 includ-
ing the 3GPP LTE system specification and a processor for
transmitting a signal using the SC-FDMA scheme. In accor-
dance with TS 36.211, each UE scrambles a transmission
signal using a specific scrambling sequence so as to transmit
an uplink signal, and the scrambled signal is modulated so
that complex symbols are generated. After that, transform
precoding for performing a DFT spreading process on com-
plex symbols is carried out. That is, a transform precoder
prescribed in TS 36.211 may correspond to an N-point DFT
module. Thereafter, the DFT-spread signal may be mapped to
a specific resource element according to a resource block
(RB)—based mapping rule by a resource element mapper,
and it can be recognized that this operation corresponds to the
subcarrier mapper shown in FIG. 13. The signal mapped to
the resource element is M-point IDFT or IFFT-processed by
the SC-FDMA signal generator, parallel-to-serial conversion
is performed on the IDFT or IFFT processed result, and then
a cyclic prefix (CP) is added to the P/S conversion result. In
the meantime, FIG. 14 further shows a processor of a Node B
that is used to receive a signal which has been received in the
base station through the above-mentioned processes.

In this way, the processor for SC-FDMA transmission in
the 3GPP LTE system does not include a structure for utiliz-
ing the MIMO scheme. Therefore, the BS processor for
MIMO transmission in the 3GPP LTE system will be
described first, and a processor for transmitting an uplink
signal by combining the SC-FDMA scheme with the MIMO
scheme using the above BS processor will then be described.

FIG. 15 is a block diagram illustrating a processor for
enabling the Node B to transmit a downlink signal using the
MIMO scheme in the 3GPP LTE system.

A Node B in the 3GPP LTE system can transmit one or
more codewords via a downlink. Therefore, one or more
codewords may be processed as complex symbols by the
scrambling module 301 and the modulation mapper 302 in
the same manner as in the uplink operation shown in FIG. 12.
Thereafter, the complex symbols are mapped to a plurality of
layers by the layer mapper 303, and each layer is multiplied
by a predetermined precoding matrix selected according to
the channel status and is then allocated to each transmission
antenna by the precoding module 304. The processed trans-
mission signals of individual antennas are mapped to time-
frequency resource elements to be used for data transmission
by the resource element mapper 305. Thereafter, the mapped
result may be transmitted via each antenna after passing
through the OFDM signal generator 306.

However, if a downlink signal scheme shown in FIG. 15 is
used in the 3GPP LTE system, PAPR or CM properties may
be degraded. Thus, it is necessary for a UE to effectively
combine the SC-FDMA scheme for maintaining good PAPR
and CM properties described in FIGS. 13 and 14 with the
MIMO scheme shown in FIG. 15, and a UE for performing
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precoding using the precoding matrix capable of maintaining
good PAPR and CM properties described in the above
embodiment must be constructed.

In accordance with one embodiment of the present inven-
tion, it is assumed that a UE for transmitting an uplink signal
via multiple antennas (multi-antenna) includes multiple
antennas (not shown) for transmitting and receiving signals.
Referring to FIG. 12, the UE 20 includes a memory 22 for
storing a codebook, and a processor 21 that are connected to
multiple antennas (not shown) and the memory 22 so as to
process uplink signal transmission. In this case, the codebook
stored in the memory 22 includes precoding matrices shown
in Table 5. The processor 21 of the UE configured as
described above will hereinafter be described in detail.

FIG. 16 illustrates a processor of the UE according to one
embodiment of the present invention.

Referring to FIG. 16, the processor of the UE 20 according
to one embodiment of the present invention includes a code-
word to layer mapper 1401 for mapping uplink signals to a
predetermined number of layers corresponding to a specific
rank, a predetermined number of DFT modules 1402 for
performing Discrete Fourier Transform (DFT) spreading on
each of the predetermined number of layer signals, and a
precoder 1403. The precoder 1403 selects a specific precod-
ing matrix from a codebook comprised of 12 precoding matri-
ces obtained when two precoding matrices including vari-
ables that have a phase difference of 180° therebetween are
selected from each of 6 precoding matrix groups shown in
Table 5, thereby precoding a DF T-spread resultant layer sig-
nal received from the DFT module 1402. Particularly, in this
embodiment of the present invention, each DFT module 1402
performs spreading of each layer signal, this DFT module
1402 for spreading each layer signal is located just before the
precoder 1403. When the precoder 1403 performs precoding,
the precoder 1403 is configured such that each layer signal is
mapped to one antenna and then transmitted via the mapped
antenna, so that single carrier characteristics of each layer
signal are maintained and good PAPR and CM properties are
also maintained. In the meantime, the UE 20 further includes
a transmission module. The transmission module performs a
process constructing an SC-FDMA symbol upon the pre-
coded signal, and transmits the resultant precoded signal to
the Node B via multiple antennas 1405.

In the meantime, the precoder 1403 selects a precoding
matrix to be used for signal transmission from the codebook
stored in the memory 22, and performs precoding on the
selected precoding matrix. Preferably, these precoding matri-
ces may be precoding matrices established for equalizing
transmission powers of multiple antennas and/or transmis-
sion powers of respective layers.

It is assumed that the number of multiple antennas 1405 is
4. The processor of the UE according to one embodiment of
the present invention may further perform not only a layer
shift function for periodically or aperiodically changing a
layer mapped to a specific codeword but also an antenna shift
function for periodically or aperiodically changing an
antenna via which a specific layer signal is transmitted. The
layer shift function may be performed by the layer mapper
1401 separately from the precoding of the precoder 1403, or
may also be performed through column permutation of the
precoding matrix when the precoder 1403 performs precod-
ing. Inaddition, the antenna shift function may also be carried
out separately from the precoding of the precoder 1403, or
may also be performed through row permutation of the pre-
coding matrix.

The exemplary embodiments described hereinabove are
combinations of elements and features of the present inven-
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tion. The elements or features may be considered selective
unless otherwise mentioned. Each element or feature may be
practiced without being combined with other elements or
features. Further, the embodiments of the present invention
may be constructed by combining parts of the elements and/
or features. Operation orders described in the embodiments of
the present invention may be rearranged. Some constructions
or characteristics of any one embodiment may be included in
another embodiment and may be replaced with correspond-
ing constructions or characteristics of another embodiment. It
is apparent that the present invention may be embodied by a
combination of claims which do not have an explicit cited
relation in the appended claims or may include new claims by
amendment after application.

The embodiments of the present invention may be achieved
by various means, for example, hardware, firmware, soft-
ware, or a combination thereof. In a hardware configuration,
the embodiments of the present invention may be imple-
mented by one or more application specific integrated circuits
(ASICs), digital signal processors (DSPs), digital signal pro-
cessing devices (DSPDs), programmable logic devices
(PLDs), field programmable gate arrays (FPGAs), proces-
sors, controllers, microcontrollers, microprocessors, etc.

In a firmware or software configuration, the embodiments
of the present invention may be achieved by a module, a
procedure, a function, etc. performing the above-described
functions or operations. Software code may be stored in a
memory unit and driven by a processor. The memory unit may
be located at the interior or exterior of the processor and may
transmit data to and receive data from the processor via vari-
ous known means.

It will be apparent to those skilled in the art that various
modifications and variations can be made in the present
invention without departing from the spirit or scope of the
invention. Therefore, the above-mentioned detailed descrip-
tion must be considered only for illustrative purposes instead
of restrictive purposes. The scope of the present invention
must be decided by a rational analysis of claims, and all
modifications within equivalent ranges of the present inven-
tion are contained in the scope of the present invention. It is
apparent that the present invention may be embodied by a
combination of claims which do not have an explicit cited
relation in the appended claims or may include new claims by
amendment after application.

As apparent from the above description, a method for
transmitting and receiving uplink signals according to the
embodiments of the present invention may transmit and
receive using the above-mentioned optimized 4Tx Rank 3
codebook, transmit uplink signals by reflecting a channel
situation using a small amount of signaling overhead in vari-
ous ways, and solve a PAPR problem.

It will be apparent to those skilled in the art that various
modifications and variations can be made in the present
invention without departing from the spirit or scope of the
inventions. Thus, it is intended that the present invention
covers the modifications and variations of this invention pro-
vided they come within the scope of the appended claims and
their equivalents.

What is claimed is:
1. A method for transmitting uplink signal via multiple
antennas by a user equipment (UE), the method comprising:

mapping the uplink signals to a plurality of layers, wherein
the number of the plurality of layers is less or equal than
the number of the multiple antennas;

performing Discrete Fourier Transform (DFT) spreading
upon each of uplink signals of the plurality of layers;
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precoding the DF T-spread uplink signals of the plurality of
layers using a specific precoding matrix selected from a
codebook;

generating a Single Carrier-Frequency Division Multiple
Access (SC-FDMA) symbol based on the precoded sig-
nals; and

transmitting the SC-FDMA symbol to a base station (BS)
via the multiple antennas,

wherein when the number of the plurality of layers is three
and the number of the multiple antennas is four, the
codebook consists of precoding matrix groups of

1 00771 007[1 007[0 10
xoo|l|loto|llotol|ltoo
o 1ollxooflooi|xoof
oot]loot1llxoo]loot
D10 D10

100 001

00 1™ |1 00

X 00 X 00

2. The method according to claim 1, wherein the codebook
is set to equalize transmission power of multiple antennas.

3. The method according to claim 1, wherein each of the
precoding matrix groups is satisfied with a condition of Xe{1,
-1}

4. The method according to claim 1, wherein the codebook
consists of precoding matrices of

100 1 0077100
100]|-100]]010

0100 tO[|lLOOf

001 0 01]]0 01

1 00 100 1 0077010 0 10
0 10|010 0 10 100 1 00
-1 00|00 1|0 O1[|LOO[|-L0OOf
0 01 100][-100][0O01 0 01
010 1 071010 0 10

100 1 00001 0 01

o0 1|0 o01fftooflLl 00
100J]|-100][1 00 -1 00

to each of which a predetermined constant is multiplied.
5. A user equipment (UE) for transmitting uplink signals
via multiple antennas comprising:
a radio frequency unit; and
a processot,
wherein the processor is configured
to map the uplink signals to a plurality of layers, wherein
the number of the plurality of layers is less or equal than
the number of multiple antenna,
to perform Discrete Fourier Transform (DFT) spreading
upon each of uplink signals of the plurality of layers;
to precode the DF T-spread uplink signals of the plurality of
layers using a specific precoding matrix selected from a
codebook;
to generate a Single Carrier-Frequency Division Multiple
Access (SC-FDMA) symbol based on the precoded sig-
nals; and
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to transmit the SC-FDMA symbol to a base station (BS) via 8. The user equipment (UE) according to claim 5, wherein
the multiple antennas, the memory stores, as the codebook, precoding matrices of

wherein when the number of the plurality of layers is three
and the number of the multiple antennas is four, the

codebook consists of precoding matrix groups of S 1100171 00171 00
100 -1 001|010
1 00 1 00 1 00 010 010 010 0 ro Loo
X 00 010 010 1 00 1 00 001 001 001
0o 1of(x 00|00 1|x 00001 10
1 00 100 1 0077010 0 10
0 01 0 01 X 00 001 X 00
0 10|010 0 10 100 1 00
010 -toofjoo1|lo o1[|toof|-10o0f
001 0o otfltoofl-toofloot]lo o1
Rl R 15
X 00 010 0 1071010 0 10
100 1 00001 0 01
001|001t OO[|Ll 0O
6. The user equipment (UE) according to claim 5, wherein 1o0o0llotoolltoollztoo

the codebook is set to equalize transmission power of mul- ,,
tiple antennas.

7. The user equipment (UE) according to claim 5, wherein
each of the precoding matrix groups is satisfied with a con-
dition of X8{1, -1}. I

to each of which a predetermined constant is multiplied.



